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GTC-376-AHD AHD IR Dome Camera 

 
KEY FEATURES 

* 1.3 / 2.0 Megapixel CMOS Sensor  * Smart IR  

* Resolution: 720p@1.3MP /1080p@ 2.0MP * 25M Night Vision 

* Indoor application         * 3D-NR (Noise Reduction) 

* 30pcs GTC intelligence IR LED       * DWDR 

* 500M cable distance by RG6        * Low Shutter 

* Filter change or True Day & Night (TDN)     

* Optional Fixed Lens: 3.6, 6, 8mm  

 

 

TECHNICAL SPECIFICATIONS 

 

Model No GTC-376-AHD 

Image Pick-up Device 1.3 / 2.0 Megapixel CMOS Sensor 

Resolution 1305(H) x1049 (1.3M) 

Day & Night Filter change or True Day & Night (TDN) 

S/N Ratio More than 52dB  

Video Output 720p@1.3MP /1080p@ 2.0MP 

Electronic Shutter Time 1/25s ~ 1/50,000s 

Gamma Characteristic 0.45 

IR Visibility Range 25 Meter 

IR LED 30pcs 

IR Cut Filter Yes 

Usable Illumination 0 Lux at Night (LED ON) 

Cable BNC/DC Jack 

Lens F: 3.6, 6, 8mm (Optional) 

User Defined OSD Optional 

White Balance Auto 

Power Supply DC12V±10% 

Dimension 60mm x 90mm 

Weight Approx 180g 

*Design and specifications are subject to change without prior notice. 

   


