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GTC-6016N 16 Channel Network Video Recorder  

 
 

 

 

 

 

 

TECHNICAL SPECIFICATIONS 

 
Model No. GTC-6016N 

Video Compression H.264 

Operating System LINUX 

IP Camera Input 16 channel 

Audio IPC Audio 

Output Interface 1 HDMI, 1 VGA 

Display  Resolution 1920×1080, 1280×1024,1440x 900, 1280×720, 1024×768 

Display Split 1/4/8/16 

OSD Camera title, Time, Video loss, set IP, Cover zone, color setting 

Recording Resolution 1080P(1920×1080) / 720P(1280×720) / D1 (704×576) 

Record Rate Max 200Mbps 

Bit Rate 32 ~ 8192kbps 

Record Mode Continuous/Manual/Motion detect /Sensor/Alarm recording 

Alarm Input 4ch Alarm in / 1ch alarm out 

Backup Mode USB Device / Network 

Ethernet RJ-45 port (1000M） 

Smart Phone iPhone, iPad, Android,  Tablet 

Internal HDD 2SATA HDDs,  each HDD max 4TB, Total 8TB; 1 e-SATA 

USB 1x3.0 USB  for backup/upgrade  , 2x 2.0 USB for mouse 

ONVIF ONVIF Version 2.0 conformance 

POE no PoE port 

Power Supply DC 12V 5A 

Dimension (W×D×H) 380x340x50mm 

Weight 2.2kg 
*Design and specifications are subject to change without prior notice.  


